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DDV7181 | Black |AE607| B |556x45(223) |11 |12x28 | 4572 88.2 airp | F0000€ind.
DDV7181R| Rattlecan |AE607| B 556x45(223) | 11 |v2x28 | 4572 88.2 3170 3520'?2)(€'”C"
DDV7181G| Grey |AEe07| B 556x45(223) | 11 |12x28 | 4572 96.2 3356 3520'?2)(€'”°"

The Daniel Defense Competition Match Accuracy, the M4 reference for competition in the US!

Handguard with 21 mm picatinny rail and M-LOK for compl ete adaptability.

Geissele Automatics Super Dynamic Brand Match Trigger. Climb Mitigator flash hider for recoil
reduction and weapon stabilization.

Anodized black, gray or snakeskin look cerakote coating (Rattle Can)

Delivered with 10-round magazine in 30-round format, front hand grip and polymer case.
Madein USA.

3,170 Kg without sights (ref. available from Simac DDZ001)

Caliber 5.56mm NATO (.223 Remington)

LOWER RECEIVER: CNC milled frame of 7075-T6 Mil-Spec aluminum with Type Il Hard Coat
Anodized finish. The magazine well is bored and improved for rapid reloading. Inserts for Heavy Duty
quick release grenadiers (available at SIMAC ref: DDZ002).

UPPER RECEIVER: Black with optical position markings and accessories. M4 feed ramp. CNC
milled 7075-T6 aluminum, Type |11 hard anodized.

BARREL: Chrome Moly Vanadium Steel, Cold Hammered Forged. No scratches 1:7, barrel length
18? (45.72 cm), M4 profile, chrome and Phosphate coating, Magnetic Particle Inspection (anti-crack
quality control process by magnetic resonance imaging), Tested with High pressure cartridges.
Direct gas system, CNC milled 4140 steel gas block, hardened phosphate coating, gas borrow length:
Carbine Length (12" chrome steel tube or 30.84 cm)

Geissele Automatics Super Dynamic Match Trigger

Daniel Defense Climb Mitigator muzzle brake, Gen Il in 17-4 PH stainless steel with sodium nitrate
surface treatment. 1?72x28 thread

Front Daniel Defense MFR 15.0 in Aluminum 6061-T6 picatinny rail on the top and M-LOK other
faces

Bolt Assembly: M 16 profile, Mil-Spec with Magnetic Particle Inspection, Chrome coating, Gas Key
with crimped nuts.
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m Black Cerakote finish

Les prix de vente conseillés sont mentionnés a titre indicatif. Les armuriers sont libres de vendre au prix
gu'ils souhaitent. Textes et photos non contractuels, sujet a modification.



