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Le Choix des Armes

headphones
NUM axes
SKU Designation French Law|Weight (g)| Battery | Colors MSRP
Num'Axes CAS1021 Camo
NUM490| electronic noise canceling | Ventelibre 278 LR6-AA | Camo |86.00 €incl. tax
headphones

The electronic fire helmet accessibleto all!

The CAS1021 electronic noise-canceling headset very strongly attenuates harmful noises, detonations and
amplifies external natural sounds (people, animals, foliage, etc.).

2 microphones: Stereo sound.

Amplifies external natural sounds up to X3: adjustable volume.

About 21 dB noise attenuation (SNR)

Automatically triggers from 82 dB

Power supply: 2 LRO3 AAA 1.5 Volts akaline batteries (not included)

The use of afirearm or devices such as alawnmower exposes the hearing aid to loud noises which can cause
side effects (ringing in the ears, hearing loss, etc.).

Padded and adjustable headband

2 years warranty

1 CAS1021 electronic noise-cancelling headset

1 user guide

1 3.5mm jack cable

Download the user guide

Consult the file Noise-canceling headphones:. How to choose effective hearing protection for hunting and
sports shooting? to know the different criteriafor choosing good hearing protection.

Les prix de vente conseill és sont mentionnés a titre indicatif. Les armuriers sont libres de vendre au prix
gu'ils souhaitent. Textes et photos non contractuels, sujet a modification.
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