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Le Choix des Armes

piles
NUM axes
SKU Designation French Law|Length (cm)|(Weight (g)|Diameter (mm) (Lumens MSRP
NUM'AXES - Lampe Torche :
NUMG665| aLED LMP1017 (livrée sans | Ventelibre 11.3 112 35 mm 270 .
piles) 21.00 € incl. tax

Robust and powerful, the LMP1017 is the most compact torch from NUM'AXES.
Power: 270 Lumens - Range: 120 m
Body diameter 28 mm

The + product

= Maximum power: 270 lumens
= Maximum lighting distance: 120m
= Adjustable beam

Features of the LMP1017 LED torch

LED: CREE XP-Gx 1
3 operating modes: strong - weak - strobe
Power: low mode: 140 lumens - high mode: 270 lumens
Lighting distance: weak mode: 56 m - strong mode: 120 m
= Voltage: 4.5 Volts
Reliability and efficiency
= 2 years warranty
Waterproofing: to runoff - IPX4
Autonomy: strong mode: 3 hours - weak mode: 6 hours
Material: 6063 aluminum aloy (anodized finish)
Impact resistance: 1 m
Ergonomics of the LMP1017 LED torch

= Dimensions: diameter 35 mm x length 113 mm
= Weight: 112¢g
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= Power supply: 3x 1.5 Volts LRO3 AAA batteries (not included)
Operation
= To turn on the lamp, fully depress the switch on the end until it clicks.
= Pressthe switch halfway to cycle through the light modes (strong -> weak -> strobe).

= When you are finished using the lamp, push the switch fully in again until you hear aclick to turn it
off.

Download User Guide

Les prix de vente conseill és sont mentionnés a titre indicatif. Les armuriers sont libres de vendre au prix
gu'ils souhaitent. Textes et photos non contractuels, sujet a modification.
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