
AE Precision rifle with linear cocking and wooden stock
https://simac.fr/en/produit-4336-AE-Precision-rifle-with-linear-
cocking-and-wooden-stock

SKU Designation RGA
French

Law
Caliber Shots Thread

Barrel
(cm)

Length
(cm)

Weight
(g)

MSRP

CAEP0361
HMS .30-06

Spr 
CG542 C .30-06 Spr.  5  M15x1  56  107  3650  

3023.00 € incl.
tax

2418.40 € incl.
tax

CAEP0381 .308 Win CG543 C .308 Win  5  M15x1  51  102  3500  

2695.00 € incl.
tax

2156.00 € incl.
tax

The straight-pull locking system allows for quick and efficient handling, improving
rate of fire without compromising accuracy.

AE Precision's HMS (magnum body) and HSS (short body) rifles combine precision engineering
and ergonomic design, providing hunters with a reliable, high-performance rifle for a variety of
hunting styles.

Rifles designed and manufactured in Europe for European game!

Separate armament
Adjustable starting weight
3-lug lock in the barrel
Rotating cylinder head
Canon Lothar Walther
No rifling: 1:11'' for .30-06 Spr., 1:10'' for 308 Win IS
Integrated Picatinny rail for mounting optics

Weight: 3.5 kg
Barrel length: 510 or 560 mm
Total length: 1,020 or 1,060 mm

The AE Precision HMS rifle is available in .30-06 Springfield and 8x57 IS calibers, catering to the
varied preferences of hunters. It weighs 3.5 ± 0.2 kg, providing an optimal balance between
robustness and maneuverability. The barrels, with a length of 510 or 560 mm, are manufactured by
Lothar Walther Feinwerkzeugbau GmbH and benefit from a plasma nitrided treatment,
guaranteeing increased durability and remarkable shooting accuracy, with groupings of 21 to 27
mm at 100 meters, even after 2,500 shots.

Plus de visuels
disponibles
sur le site
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Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre
au prix qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


