
Night vision pack PARD NS Mini 35 mm + IR 850 nm
https://simac.fr//en/produit-4422-Night-vision-pack-PARD-NS-Mini-35-
mm-IR-850-nm

SKU Designation French Law MSRP

OR0210300P
PACK Pard NV lunette Night
Stalker mini / 35mm + lampe

850 
Vente libre 549.00 € incl. tax

Optimal night detection up to 300 m thanks to the Night Stalker Mini scope and the 850 nm IR
torch, for discreet and efficient observation.

Designed for demanding shooters, this package combines the PARD Night Stalker Mini 35mm night vision
scope and an 850nm infrared light to push the limits of night vision.

Sensor: 2560 × 1440 pixels
Pixel size: 2.9 µm
Lens: 35 mm
Optical magnification: 3x + 2x digital zoom
Field of vision: 9.9 m at 100 m
Display: 800×800 IPS screen
Color modes: Color / Black & white / Green / Yellow
Video recording: 1440 × 1080, .mp4 format
Connection: USB-C, HDMI, WiFi
Battery life: up to 6 hours (18650 battery)
Protection: IP67, recoil resistance 6000 J

 

Night vision built for action

This package was designed for shooting and hunting enthusiasts who refuse to let the night limit their
performance. With its 2560 × 1440 sensor and 35 mm lens, the camera delivers a remarkably sharp image,
even in near-zero light conditions.

Comfort and precision

Its 9.9 m to 100 m field of vision allows you to effectively cover the scene while maintaining suitable
magnification thanks to its 3x optical and 2x digital zoom. The 100 mm eyepiece ensures optimal user
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comfort, even during prolonged shooting.

Technology and connectivity

Thanks to its high-resolution IPS screen , the user benefits from faithful colors and customizable reticles.
Modern features such as automatic resumption of recording on recoil , gyroscopic stabilization and
compatibility with the PardVision2 application make this model a complete tool.

Built-in 850nm IR lamp

The 850nm VCSEL infrared offers a range of up to 350m with 3 adjustable intensity levels. Its quick
mounting and IP67 resistance ensure flawless reliability, even in the most demanding environments.

Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre au prix
qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


