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SKU Designation RGA
French

Law
Caliber

Barrel
(cm)

Length
(cm)

Weight
(g)

Twist
Weapon

Type
MSRP

VI1601-
10

Victrix Blackbelt
MK2 308match 1/10

32" 
CI958 C .308 Match  81  130  6310  1:10  

Locked
carbine  

7800.00 € incl.
tax

VI1601-
11

CI962 C .308 Match  76  125  6100  1:11  
Locked
carbine  

7800.00 € incl.
tax

VI1601-
95

CI958 C .308 Match  81  130  6310  1:9.5  
Locked
carbine  

7800.00 € incl.
tax

VI1602-
75

CI960 C 6.5x47 Lapua  76  125  6100  1:7.5  
Locked
carbine  

7800.00 € incl.
tax

VI1602-
85

CI960 C 6.5x47 Lapua  76  125  6100  1:8.5  
Locked
carbine  

7800.00 € incl.
tax

VI1603-
75

CI959 C 
6.5 mm

Creedmoor  
76  125  6100  1:7.5  

Locked
carbine  

7800.00 € incl.
tax

VI1603-
85

CI959 C 
6.5 mm

Creedmoor  
76  125  6100  1:8.5  

Locked
carbine  

7800.00 € incl.
tax

VI1605-
10

CI956 C .300 WSM  81  130  6310  1:10  
Locked
carbine  

7800.00 € incl.
tax

VI1605-
95

CI956 C .300 WSM  81  130  6310  1:9.5  
Locked
carbine  

7800.00 € incl.
tax

VI1614-8 CI963 C 6 XC  71  120  5930  1:8  
Locked
carbine  

7800.00 € incl.
tax

VI1615-8 CI964 C 6 BR  71  120  5930  1:8  
Locked
carbine  

7800.00 € incl.
tax

VI1616-
11

CI961 C .308 Win  76  125  6100  1:11  
Locked
carbine  

7800.00 € incl.
tax

Lapped button rifled barrel in AISI 416R, muzzle at 1” with black anti-glare finish

 

Stock made of special carbon fiber with differentiated fibers by type and structure, enhancing rigidity and
reducing torsion during firing

 

Rear slider inclined at 3 degrees in length to offer the shooter the best comfort

 

Integrated rubber buttpad with horizontal and vertical button adjustments

 

Carbon fiber adjustable cheek-piece

 

Plus de visuels
disponibles
sur le site
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Anima® system, stock with a monolithic bedding in light alloy 20 MoA removable action rail in light alloy

 

Anschutz-type rail in light alloy for mounting a bipod Single-shot action in AISI 630 worked out from billet
through milling and turning with finish on electro-discharge

 

Bolt with three asymmetric lugs: first lug on top of the cylinder in vertical position (at 12 o’clock), two side
lugs arranged at an angle of 105-degree lift, equipped with grooves and an interchangeable lever in light alloy

 

PVD finish on the action and on the bolt

 

Victrix Sporting V Adjustable single stage trigger: standard setting approx. 60 gr (2.12 oz)

 

Heavy-duty reinforced transport case User manual and welcome kit

Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre au prix
qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


